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ASSIGNMENT/SCOPE OF SERVICES 
The construction of twenty-five single-family residences and one speculative commercial 
building, roadway improvements to Dunslee Way, as well as in-tract private circulation is 
planned for a vacant parcel on Dunslee Way, APN 022-451-01. The site is populated with 
native tree species some of which meet protected criteria. To ensure the protection of the 
tree resources and meet City requirements, Michelle Fodge of the Scotts Valley Planning 
Department has requested the following tasks be completed.   
 

• Locate, catalog and map trees/tree groups greater than 6 inches in trunk diameter 
growing within 20 feet of the Limits of Grading  

• Identify trees as to size, species and trunk diameter 
• Rate individual tree health/structure and preservation suitability as “good, fair or 

poor” 
• Map Critical Root Zones of preserved trees 
• Review grading plans provided by RJA, the Project Engineers to determine 

potential impacts to trees 
• Identify trees with active disease organisms or structural weakness that present 

risk to the redefined use of the site 
• Create tree preservation specifications including a protection-fencing plan. 
• Determine tree replacement requirements for “Protected” trees removed as 

outlined by the City of Scotts Valley Planning Department. 
• Appraise the value of trees to be preserved 
• Provide all findings in the form of a report accompanied by a Tree Location 

Map/Preservation Plan 
 
BACKGROUND 
The proposed project consists of the construction of twenty-five attached residential 
dwellings, a speculative commercial building, roadway improvements to Dunslee Way, 
as well as in-tract private circulation and open space elements. The proposed project 
covers approximately 2.5 acres of a 16.4-acre parcel, APN 022-451-01.  
 
The project site is bordered by Scotts Valley Drive to the southeast, Dunslee Way to the 
southwest, redwood forest to the north and riparian habitat along the northeast property 
boundary. Relatively level portions of the project site abut Scotts Valley Drive. This level 
section is populated with coyote brush, acacia, and willow species along the riparian area. 
As slopes increase in the northern area of the property tree resources transition to coast 
live oak and coast redwood forest.  
 
Site inspections were conducted during the month of April of 2015. Trees within and 
directly adjacent to the limits of grading were assessed.  
 
Numbered metal tags have been attached to the each tree trunk at six feet above grade.  
The corresponding numbers and surveyed tree locations are documented on the attached 
Tree Location map.  
 
Construction impacts were evaluated using grading plans provided by Ruggeri-Jensen 
Azar dated March 2015.  
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SUMMARY OF FINDINGS 
The construction of twenty-five single-family residences and one speculative commercial 
building is planned for a vacant parcel on Dunslee Way, APN 022-451-01, Scotts Valley, 
CA. Plans for this project have been reviewed and the impacts to the tree resources 
resulting from the proposed grading and construction have been assessed.  
 
The attached tree inventory lists species, trunk diameter, Critical Root Zone (CRZ) radius 
(for trees to be Preserved and Protected only), tree health and structure, construction 
impacts, observations, recommended procedures and whether the tree meets “protected” 
criteria as defined by Scotts Valley Municipal Code section 17.44.080 
 
Trees species on this site are comprised of coast live oak (Quercus agrifolia), coast 
redwood (Sequoia sempervirens), and plum (Prunus sp.). The tree population on this site 
is generally in fair to good health, with structural conditions that range from poor to fair. 
 
In order to construct this project, extensive grading, slope retention systems and site 
stabilization procedures are necessary. Twenty-nine trees will need to be removed due to 
a high level of impacts from the proposed project. Of the 29 proposed for removal, 6 
meet “protected” criteria as defined by Scotts Valley Municipal Code section 17.44.080.  
 

Tree Removal Summary 

Number of trees inventoried 
 

Trees groups 
proposed for removal 
due to construction 

impacts 

Trees groups to be 
preserved and 

protected 

42 29 13 
“Protected” trees 12 6 6 

 
 
Required Procedures and Recommended Sequence 
 

1. Place Stakes at Limits of Grading 
Once grade staking has been placed in the field by the Project Engineer, 
tree removal/retention totals may vary. The Project Arborist will make 
these determinations after grade staking is in place. Project Arborist to 
review staking and verify trees to be removed/retained. Additional trees 
cited for preservation instead of removal will require preconstruction 
treatments, protection fencing (chain link with straw bales) and possibly a 
bond increase 
 

2. Install Tree Preservation Fencing 
Fencing is to be chain link, 72 inches in height or temporary orange 
fencing (48-inches in height) as specified by the Project Arborist. Fencing 
shall be installed by securing it to metal stakes driven at least 18 inches 
into the soil. Tree Preservation Zone fencing locations are documented on 
an attached map (Tree Location/Preservation Map). 

 
3. Tree and Stump Removal 
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Trees are to be removed in a controlled, sectional manner to avoid 
damaging surrounding trees to be preserved and adjacent properties. Tree 
removal is to be performed by a qualified contractor with valid City 
Business/State Licenses and General Liability and Workmen’s 
Compensation insurance. 
 
Removal due to Construction Impacts (Trees #5-19, 22, 24-27, and 30 
through 38) is required for trees that are in direct conflict with the proposed 
grading   

 
4. Begin grading 

 
REQUIRED TREE REPLACEMENT 
Compensation, for the loss of the tree resources on this site will be accomplished by 
implementing the following program: 

• Preservation and protection of thirteen trees 
• Tree planting as a component of the planned landscape to be maintained in 

perpetuity 
o Two, 15-gallon nursery grown replacement tree will be replanted on the 

property for each “protected” tree removed 
§ 12, 15-gallon replacement trees will be replanted as components of 

the planned landscape 
 
Replacement trees planted on this site should be provided an appropriate amount of 
growing area to allow adequate space for future growth.  
 
Nursery stock selected shall be standard (single trunk). Trees planted should be well 
formed without co-dominant, poorly attached stems. Trees shall be disease free and 
absent of swirling or girdling roots. 
 
Qualified professionals adhering to the following guidelines shall plant the replacement 
trees:  
 

• Prepare the planting site by excavating 3 times the width and 2 inches less than 
the exact depth of the nursery container. 

 
• Prune any visible matted or circling roots to remove or straighten them. Cut the 

root ball vertically on opposite sides at least half the distance to the trunk. 
 

• Free roots from the root ball breaking away some of the soil to provide better 
contact between the root ball and the backfill soil. 

 
• Backfill with native soil. 

 
• After backfilling a two-inch layer of amended tree chip mulch should be applied 

to the soil layer. Chips should be amended with “Blood meal 13-0-0” at a ratio of 
7 pounds per cubic yard of chips. Chips should not be applied within 8 inches of 
the trunk.  

 
• Stakes, for support, should be installed on opposite sides of the root ball and 
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driven into the soil. The tree can be secured to the stakes using “Arbortape” or by 
using the “ReadyStake” system. 

 
Supplemental irrigation will be provided for the new trees by means of a temporary 
“drip” emitter system for a period of two (2) years. This system shall be designed, 
installed and maintained by a qualified professional to provide necessary irrigation at 
least twice per week to maintain appropriate moisture levels. Appropriate irrigation levels 
are to be determined by the Project Arborist. 
 
Success Criteria To ensure the survivability, proper growth and maintenance in 
perpetuity of the replacement trees, success criteria will be defined to meet an 80% 
survival rate and implemented as follows. 
 
A qualified professional will monitor the newly planted tree at six (6) month intervals for 
a period of five years. 

• Tree health and growth rates will be assessed  
• Trees suffering poor growth rates or declining health will be identified. 
• Invigoration treatments will be provided  
• Dead trees or trees in an irreversible state of decline will be replaced. 
• At the end of the five-year period the status of the new plantings will be assessed 

to make certain that success criteria has been met and all mitigation trees planted 
are performing well. 

Implementation of these success criteria shall be a condition of project approval.   
 
TREE PRESERVATION AND PROTECTION 
Tree Preservation Specifications included in this report, outline specifics for tree 
protection fencing and other procedures that will provide the best opportunity for their 
long-term survivability. The exact locations for these procedures are documented on the 
attached map. 
 
Tree Preservation Zone: This area is the protected area that allows the majority of the 
Critical Root Zone to be undisturbed while still facilitating necessary grading, the 
construction of buildings and associated construction related activities. Tree Preservation 
zones are defined in the Tree Location Map attached to this report.  
 
Inspections To ensure the successful implementation of the recommended procedures 
Site Inspections are recommended by the Project Arborist. Site inspections will take 
place at the following intervals throughout the course of the project: 

• During all tree removal activities in proximity to trees to be preserved. 
• Following on-site placement of grade stakes. 
• After Tree Preservation fencing locations have been staked. 
• Following Tree Protection fencing installation and prior to the commencement of 

grading. 
• As necessary during the grading activities, construction and landscape installation to 

ensure compliance with all conditions of project approval. 
 

Site monitoring forms will be submitted to the City of Scotts Valley Planning Department 
at regular intervals. 
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APPRAISED VALUE OF PRESERVED TREES 
As required by Scotts Valley Municipal Code Section 17.44.080, the “protected” trees on 
this site to be preserved were valued using Trunk Formula Method. This procedure is 
consistent with the national standards authored by the Council of Tree and Landscape 
Appraisers and published in the year 2000 by the International Society of Arboriculture 
in the Guide for Plant Appraisal, Ninth Edition. 
 
The Trunk Formula Method is used to appraise the monetary value of trees. Appraisal 
calculations for individual trees are included on an attached spreadsheet. This method 
uses planting costs, trunk diameter at 4.5 feet and a factor representing growth to 
determine the Basic Tree Cost. This Basic Tree Cost is multiplied by Species, Condition, 
Location and Damage factors to establish the appraised value of the loss. 

The appraised value of the trees to be preserved is $90,615.00. A retention bond in 
this amount shall be posted by the developer and held in trust by the City of Scotts 
Valley. In the event project management fails to implement recommended procedures or 
damages trees, the contract cost of implementation of recommended tree preservation 
treatments or appraised value of damage to these preserved trees shall be determined by 
the Project Arborist, monetary fines assessed and deducted from the retention funds.  
 
Appraisal calculations are included on the attached spreadsheet.  
 
Monitoring, by the Project Arborist should occur as necessary to assure tree protection 
guidelines are adhered to and unforeseen impacts are resolved prior to damage occurring. 
 
 
To ensure the protection of the trees remaining on this site it is imperative that the 
recommendations detailed within this document are incorporated as conditions of 
project approval. 
 
Questions regarding this report may be directed to my office. 
 
Respectfully submitted, 
 
James P. Allen 
Registered Consulting Arborist #390 
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Tree Preservation Specifications 
Dunslee Way LLC Project 

APN 022-451-01  
These guidelines should be printed on all pages of the development plans.  
Contractors and sub contractors should be aware of tree protection guidelines and 
restrictions. Contracts should incorporate tree protection language that includes 
“damage to trees will be appraised using the Guide to Plant Appraisal 9th Edition 
and monetary fines assessed”. 

 
A pre construction meeting with the Project Arborist 
A meeting with the Project Arborist, Project Manager and all contractors involved with 
the project shall take place prior to the onset of tree removal. Tree removal and 
preservation specifications will be reviewed and discussed.  
 
Establishment of a tree preservation zone (TPZ) 
Fencing is to be chain link, 72 inches in height or temporary orange fencing (48-inches in 
height) as specified by the Project Arborist. Fencing shall be installed by securing it to 
metal stakes driven at least 18 inches into the soil. Fencing will be installed prior to the 
onset of tree removal, under the supervision of the Project Arborist and shall not be 
moved until after landscape installation is completed   
 
Restrictions within the Tree Preservation Zone (TPZ) 
No storage of construction materials, debris, or excess soil will be allowed within the 
TPZ.  Parking of vehicles or construction equipment in this area is prohibited. Solvents or 
liquids of any type should be disposed of properly, never within this protected area. 
 
Field decisions 
The Project Arborist, Soils Engineer and Grading Contractor will determine the most 
effective construction methods to maintain tree health. 
 
Alteration of grade 
Maintain the natural grade around trees. If trees roots are unearthed during the 
construction process the consulting arborist will be notified immediately.  Exposed roots 
will be covered with moistened burlap until the Project Arborist makes a determination. 
 
Trenching requirements 
Any areas of proposed grading and trenching adjacent to preserved trees will be 
evaluated with the Project Arborist and the contractor prior to construction.    
 
Tree canopy alterations 
Unauthorized pruning of any tree on this site will not be allowed.  Necessary tree canopy 
alterations will be performed to the specifications established by the Project Arborist. 
 



Dedicated to the Preservation of Trees

 Dunslee Way LLC
Appraised Value of Preserved Trees

Trunk Formula Method

Species Condition Site Contribution Placement
Trunk 

Diameter
(in)

Trunk 
Area
(in²)

Basic Price
cost/trunk 

in²

1 coast live oak 14 $7,167 90% 84% 50% 65% 65% 3 2.2 3.8 $45.46 $172.73 $172.73 $345.46 153.86 150.06 $3,251

4 coast live oak 16 $9,308 90% 68% 50% 65% 65% 3 2.2 3.8 $45.46 $172.73 $172.73 $345.46 200.96 197.16 $3,418

20 coast redwood 53 $80,349 90% 62% 50% 65% 65% 4 2.46 4.75 $36.36 $172.73 $172.73 $345.46 2205.07 2200.31 $26,901

21 coast live oak 42.5 $64,631 90% 64% 50% 65% 65% 3 2.2 3.8 $45.46 $172.73 $172.73 $345.46 1417.91 1414.11 $22,336

28 coast live oak 40.9 $59,869 90% 78% 50% 65% 65% 3 2.2 3.8 $45.46 $172.73 $172.73 $345.46 1313.16 1309.36 $25,217

29 coast live oak 28.1 $28,351 90% 62% 50% 65% 65% 3 2.2 3.8 $45.46 $172.73 $172.73 $345.46 619.84 616.04 $9,492

TOTAL VALUE 
OF 

PRESERVED 
TREES

$90,615

Diameter
(inches)

Replacement Stock

Tree 
# Species Basic Tree 

Cost

Rating Percentages %

Stock PriceNursery 
Group

Appraised 
Value

Installation 
Cost

Installed Tree 
Cost

Appraised Trunk 
Area

TAA   (in²)

Appraised 
Trunk Increase

TAINCR

5/13/2015
Page 1
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

1
coast live 

oak 14 Fair Fair Good 12 LOW 84
• Divides at 18 feet above grade                                                                                              
• Preserve and Protect
• 1

2 coast live 
oak

9.2 Fair Poor Fair 10 LOW

• Divides into three scaffold branches at 15 feet above grade
  Suppressed to north                                                                                                               
• Preserve and Protect
• 0

3
coast live 

oak 12 Fair Poor Fair 12 LOW

• Leans to north
  Suppressed to north
  Small diameter dead branches                                                                                              
• Preserve and Protect
• 0

4
coast live 

oak 16 Fair Poor Poor 12 LOW 68

• Poor trunk-stem attachment
  Pruned for utility line clearance                                                                                              
• Install simple direct cable
 Preserve and Protect
• 1

5
coast live 

oak
Double Trunk

6, 11.2 Fair Poor Fair HIGH
• Poor trunk-stem attachment                                                                                                  
• Remove Due to Construction Impacts
• 1

6
coast live 

oak 8.6 Fair Poor Fair HIGH
• Suppressed to west                                                                                                               
• Remove Due to Construction Impacts
• 0

7 coast live 
oak

8.1 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
1
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

8 coast live 
oak

6.4 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

9 coast live 
oak

8.2 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

10 coast live 
oak

8.7 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

11 coast live 
oak

6.4 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

12 coast live 
oak

7.6 Fair Fair Fair HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

13 plum Double Trunk
8.3, 7.8

Fair Poor Poor HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 1

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
2
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

14 coast live 
oak

12.4 Fair Fair Good HIGH

• Upright growth form
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

15
coast live 

oak 6.6 Fair Poor Fair HIGH
• Trunk bows to west                                                                                                                
• Remove Due to Construction Impacts
• 0

16
coast live 

oak 6.4 Fair Poor Poor HIGH
• Leans to south                                                                                                                       
• Remove Due to Construction Impacts
• 0

17
coast live 

oak
26.1 at 12 inches 

above grade Good Fair Good HIGH
• Key tree with wide-spreading trunks and lateral branches                                                    
• Remove Due to Construction Impacts
• 1

18
coast live 

oak 16.9 Fair Poor Good HIGH
• Poor trunk-stem attachment                                                                                                  
• Remove Due to Construction Impacts
• 1

19
coast 

redwood 6.3 Fair Poor Fair HIGH
• Tall suppressed young tree                                                                                                   
• Remove Due to Construction Impacts
• 0

20 coast 
redwood

Triple Trunk
53, 16, 26

Fair Poor Fair 20 LOW 62

• Grows at edge of creek
  Poor trunk-stem attachment
  Large diameter dead branches                                                                                              
• Preserve and Protect
  Remove dead branches
• 1

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
3
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

21 coast live 
oak

42.5 Fair Fair Fair 28 LOW 64

• Trunk leans to south
  Suppressed to north                                                                                                               
• Preserve and Protect
• 1

22 coast live 
oak

6.5 Fair Poor Fair HIGH

• Divides at 8 feet above grade
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts
• 0

23
coast live 

oak 9.5 Fair Poor Fair 12 LOW

• Poor trunk-stem attachment
  Small diameter dead branches                                                                                              
• Preserve and Protect
  Remove dead branches greater than 0.5 inches in diameter
• 0

24
coast live 

oak 13.2 Good Fair Good HIGH
• Upright growth form                                                                                                               
• Remove Due to Construction Impacts 
• 1

25
coast live 

oak
11.2 at 12 inches 

above grade Fair Poor Fair HIGH
• Poor trunk-stem attachment                                                                                                  
• Remove Due to Construction Impacts 
• 0

26
coast live 

oak 6.9 Fair Poor Fair HIGH
• Small young tree                                                                                                                    
• Remove Due to Construction Impacts 
• 0

27
coast live 

oak 6.4 Fair Poor Fair HIGH
• Bowed trunk                                                                                                                           
• Remove Due to Construction Impacts 
• 0

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
4
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

28
coast live 

oak 40.9 Good Good Good 24 LOW 78

• Key tree with wide spreading canopy
  Poor trunk-stem attachment
  Large diameter dead branches                                                                                              
• Preserve and Protect
• 1

29
coast live 

oak
28.1 at 12 inches 

above grade Fair Poor Good 22 LOW 62

• Key tree
  Poor trunk-stem attachment
  Full, wide-spreading canopy
  Large diameter dead branches                                                                                              
• Preserve and Protect
  Remove dead branches
• 1

30 coast live 
oak

8.4 Fair Poor Fair HIGH

• Tall suppressed young tree
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts 
• 0

31 coast live 
oak

7.1 Fair Poor Fair HIGH

• Tall suppressed young tree
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts 
• 0

32 coast live 
oak

7.6 Fair Poor Fair HIGH

• Tall suppressed young tree
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts 
• 0

33
coast live 

oak
Double Trunk

8.7, 7.4 Fair Poor Fair HIGH
• Poor trunk-stem attachment                                                                                                  
• Remove Due to Construction Impacts 
• 1

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
5
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

34
coast live 

oak 6.1 Fair Poor Fair HIGH
• Trunk bows to south                                                                                                              
• Remove Due to Construction Impacts
• 0

35
coast live 

oak
12.8 at 12 inches 

above grade Fair Poor Fair HIGH
• Poor trunk-stem attachment                                                                                                  
• Remove Due to Construction Impacts 
• 0

36 coast live 
oak

4.1 at 12 inches 
above grade

Fair Poor Fair HIGH

• Asmmetrical canopy
  Suppressed to west                                                                                                                
• Remove Due to Construction Impacts 
• 0

37 plum 7.5 Fair Poor Poor HIGH

• Tall suppressed tree
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts 
• 0

38 coast live 
oak

6.9 Fair Poor Poor HIGH

• Small tree
  Poor trunk-stem attachment                                                                                                   
• Remove Due to Construction Impacts 
• 0

39
coast live 

oak 9.8 Fair Poor Poor 8 LOW
• Trunk bows to southeast                                                                                                        
• Preserve and Protect
• 0

40
coast live 

oak 8.9 Fair Poor Poor 8 LOW
• Trunk bows to south                                                                                                              
• Preserve and Protect
• 0

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
6
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Dunslee Way LLC Project

Tree Resource Analysis

TREE
#   SPECIES

DIAMETER
@ 4.5ft

ABOVE NATURAL 
GRADE
(INCHES)

HEALTH STRUCTURE SUITABILITY
Critical

Root
Zone1

IMPACTS
LEVEL/

Description

CONDITION
%2

•OBSERVATIONS                                                                                                                   
•RECOMMENDED PROCEDURES
•NUMBER THAT MEET "PROTECTED" CRITERIA

41
coast live 

oak 7.9 Fair Poor Poor 12 LOW
• Poor trunk-stem attachment                                                                                                  
• Preserve and Protect
• 0

42
coast live 

oak 6.9 Fair Poor Poor 12 LOW
• Small young tree                                                                                                                    
• Preserve and Protect
• 0

1. Trees to be Preserved and Protected only.
2. Trees to be Preserved and Protected and meet Protection Criteria.

5/14/2015
7
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