
Project Name:

APN:

Application No:

Address:

A. Project Type:  Single Family

Commerical and Others

B. Development Type: New Development

Redevelopment/Remodel

C. Watershed Management Zone

1 5

2 9

3

D. Impervious & Pervious Data:

Pervious = SF

Impervious = SF

Total = SF

Pervious = SF

New Impervious = SF

Replaced  Impervious = SF

Total = SF

Combined New & Replaced Impervious = SF

Net Impervious Area = SF

E. Single Family Performance Tier

Tier 1 (≥2,500 SF of new and replaced;< 15,000 sf of net Impervious) =

Tier 3 ( ≥15,000 ‐ 22,500 sf of net impervious) =

Tier 4 (≥22,500 SF new and replaced) =

F. Commercial & Other Projects Peformance Tier

Tier 1 (≥2,500 SF of new and replaced;< 5,000 sf of net Impervious) =

Tier 2 (≥5,000 SF of net impervious; < 15,000 sf of new and replaced) =

Tier 3 ( ≥15,000 ‐ 22,500 sf of new and replaced impervious area) =

Tier 4 (≥22,500 SF new and replaced) =

Pre development

Post development

Project Data Sheet



Tier 1 Tier 2 Tier 3 Tier 4 

Site Design & Runoff 
Reduction

Water Quality Treatment Runoff Retention Peak Management

Required Required Required – 95th Optimize 
Infiltration

Required

Required Required Required – 95th Required

Required Required Exempt Required

Required-85th

Optimize Infiltration

Required Required Required-85th Required

Yes - - -

- Yes Yes Yes

- Yes Yes Yes

- Yes Yes Yes

Requirements

Tier 1
Projects, including single-family homes that create or replace 2,500 square feet or 
more of impervious surface. 

Stormwater Post Construction Quick Guide

Tier 2
Projects, other than single-family homes, that create or replace 5,000 SF or more of 
net impervious surface*.                                                                                        
Detached single-family homes that create or replace 15,000 SF of or more net 
impervious surface*.

Tier 3
Projects including single-family homes that create or replace 15,000 SF or more of 
impervious surface.                                                                                               
Detached single-family homes that create or replace 15,000 SF of or more net 
impervious surface*.

Type of Project

Table 1. Requirements at a Glance

1

2

3

4

Implement LID Measures:
• Limit disturbance of natural drainage features.
• Limit clearing, grading, and soil compaction. 
• Minimize impervious surfaces.
• Minimize runoff by dispersing runoff to landscape or using permeable pavements

Tier 1 requirements, plus:
• Treat runoff with an approved and appropriately sized LID treatment system prior to 
discharge from the site.

Tier 2 requirements, plus:
• Prevent offsite discharge from events up to the 95th percentile rainfall event using 
Stormwater Control Measures.

Tier 3 requirements, plus:
• Control post-development peak flows, discharged from site, shall not exceed pre-
project peak flow for a 10-year 24-hour storm event

Tier 4
Projects that create or replace 22,500 SF of impervious surface

* Net impervious surface equals new and replaced impervious area minus the total pre-project-to-post-project reduction in impervious area (if any).

Table 2. Post-Construction BMP Requirements Summary

Table 3. Reporting Requirements

Tier

Watershed Management Zone (WMZ)

1

2

3

5

9

* Where runoff retention requirement compliance requires optimize infiltration, the project shall design stormwater management facility to provide infiltration as the first 
priority method of mitigation. Compliance for the retention of the remaining volume must be achieved via storage, rainwater harvesting and/or evapotranspiration.

Required Required Exempt

Stormwater Control Plan
Simple Stormwater Control 

Plan
Operation  & Maintenance 

Plan
Maintenance Agreement

* Where optimize infiltration is not required, compliance must be achieved via storage, rainwater harvesting, infiltration, and/or evapotranspiration.

* See Appendix D to determine the project’s Watershed Management Zone.

* 85th Percentile 24-hour rainfall depth = 1.5” and 95th Percentile 24-hour rainfall depth = 2.6”




